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	SAFETY DATA SHEET

Euroflex Series

	
	

	1.  IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE COMPANY

	
	

	Product name:
	Euroflex Tar and Bitumen Isolator

	
	

	Company name:
	Interflex Limited

Unit 7A

Criftin Enterprise Centre

Oxton Road

Epperstone

Nottinghamshire

NG14 6AT

Tel:  0115 9129 749

Fax: 0115 9129 749 

Email:  t.makar@ntlworld.com

	
	

	2.  COMPOSITION/INFORMATION ON INGREDIENTS

	
	

	Ingredients:
	Isopropanol 74%

F R11 (highly flammable)

	
	

	3.  HAZARDS IDENTIFICATION

	
	

	Main hazards:
	Isopropanol is a highly flammable liquid and poses a significant fire risk if not handled correctly.

Exposure to isopropanol is considered a low hazard with regards to health effects.  High concentrations above the occupational exposure standard may cause irritation of the respiratory passages.

	
	

	4.  FIRST AID MEASURES

	
	

	Inhalation:
	Remove casualty from source of vapours and into fresh air.  If recovery is not rapid, seek medical attention.

	
	

	Eye contact:
	Irrigate thoroughly with water for at least 10 minutes, obtain medical attention.

	
	

	Ingestion:
	Wash out mouth with water.  Do not induce vomiting.
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	5.  FIRE-FIGHTING MEASURES

	
	

	Suitable Extinguisher:
	Foam, dry powder, CO2, vaporising liquid.

	
	

	Unsuitable Extinguisher:
	Water.

	
	

	6.  ACCIDENTAL RELEASE MEASURES

	
	

	Remove all ignition sources. Avoid breathing vapours and contact with the skin.  Keep spillages away from drains, surface and ground water and soil.

	
	

	7.  HANDLING AND STORAGE

	
	

	Do not store or use near source of ignition.  Avoid use in confined spaces and provide good ventilation.

	

	8.  EXPOSURE CONTROLS/PERSONAL PROTECTION

	
	

	Occupational exposure standard.

Isopropanol 8hr TWA 999mg/m³

15 minutes ref period 1250mg/m³

Provide good natural or general ventilation and avoid using in confined spaces.

Respiratory protection will be required in circumstances where occupational exposure standard is exceeded.

If hand contact is unavoidable use alcohol resistant gloves.
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	9.  PHYSICAL AND CHEMICAL PROPERTIES

	
	

	Appearance:
	Colourless low viscosity liquid.

	
	

	Odour:
	Solvent like.

	
	

	pH:
	Not known.

	
	

	Boiling/melting point:
	Not known.

	
	

	Flash point:
	14°C.

	
	

	Flammability:
	Highly flammable.

	
	

	Auto Flammability:
	None.

	
	

	Explosive Properties:
	None.

	
	

	Oxidising Properties:
	None.

	
	

	Density:
	0.82.

	
	

	Vapour Pressure:
	Not known.

	
	

	Solubility:
	Insoluble in water and fat.

	
	

	Vapour Density:
	Not known.

	
	

	Miscibility:
	Immiscible in water.

	
	

	Viscosity:
	0.3-1.0.

	
	

	Conductivity:
	Not known.

	
	

	Evaporative Rate:
	Not known.

	
	

	10.  STABILITY AND REACTIVITY

	
	

	Avoid high temperatures.

	
	

	11.  TOXICOLOGICAL INFORMATION

	
	

	Exposure to alcohols produce moderate narcotic effects.  The effects of ingestion of isopropyl alcohol is similar to other alcohols.  Exposure by inhalation at the occupational exposure standard should not produce any detectable narcotic effects.  It is believed that isopropyl alcohol is of low toxicity by any route.
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	12.  ECOLOGICAL INFORMATION

	
	

	Isopropanol is soluble in water and is volatile.  No bioaccumulative potential expected.

	
	

	13.  DISPOSAL CONSIDERATIONS

	
	

	Dispose of in accordance with European, national and local waste disposal regulations.

	
	

	14.  TRANSPORT INFORMATION

	
	

	No special precautions envisaged in connection with the transport or carriage either within or outside the users premises.
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15.  REGULATORY INFORMATION

	
	

	
	

	CHIP 3 label requirements.

F R11 (highly flammable).

S16 (keep away from sources of ignition – no smoking).

Occupational Exposure Standard.

8hr TWA – 400 ppm

15 minutes ref period – 500 ppm

Refer to Control Substances Hazardous to Health (COSHH) Regulation and HSE Guidance Notes.

This data sheet does not constitute a risk assessment as required by COSHH.

	
	

	16.  OTHER INFORMATION

	
	

	Training:
	Fire precautions.

	
	

	Recommended Uses and Restrictions:
	Barrier for roof coatings.

	
	

	Further Information: 
	

	
	

	Source of Key Data:
	EH 40.

	
	


Hazard Symbols:








